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RESPIRATORY PROTECTION (Specify type)

N/A
VENTILATION LOCAL EXHAUST SPECIAL
To prevent accumulation above 25 molar percent. N/A
See Local Exhaust
MECHANICAL (Gen.) OTHER
N/A N/A

PROTECTIVE GLOVES
As required; any material

EYE PROTECTION
Safety goggles or glasses

OTHER PROTECTIVE EQUIPMENT
Safety shoes, safety shower

SPECIAL PRECAUTIONS*

SPECIAL LABELING INFORMATION
DOT Shipping Name: Oxygen, compressed DOT Hazard Class: Division 2.2
DOT Shipping Label (s): Nonflammable Gas, Oxidizer I.D. No.: UN 1072

SPECIAL HANDLING RECOMMENDATIONS

Use only in well-ventilated areas. Valve protection caps and valve outlet threaded plugs must remain in place
unless container is secured with valve outlet piped to use point. Do not drag, slide or roll cylinders. Use a
suitable hand truck for cylinder movement. Use a pressure reducing regulator when connecting cylinder to
lower pressure (<3,000 psig) piping or systems. Do not heat cylinder by any means to increase the discharge
rate of product from the cylinder. Use a check valve or trap in the discharge line to prevent hazardous back
flow into the cylinder.

For additional handling recommendations, consult Compressed Gas Association's Pamphlets P-1, P-14, and G-4.

SPECIAL STORAGE RECOMMENDATIONS

Protect cylinders from physical damage. Store in cool, dry, well-ventilated area away from heavily trafficked
areas and emergency exits and away from full or empty stored cylinders which contain flammable products. Do
not allow the temperature where cylinders are stored to exceed 125F (52C). Cylinders should be stored upright
and firmly secured to prevent falling or being knocked over. Full and empty cylinders should be segregated. Use
a "first in - first out" inventory system to prevent full cylinders being stored for excessive periods of time.

For additional storage recommendations, consult Compressed Gas Association's Pamphlets P-1, P-14, and G-4.

SPECIAL PACKAGING RECOMMENDATIONS

Carbon steels and low alloy steels are acceptable for use at lower pressures. For high pressure applications use
stainless steels, copper and its alloys, nickel and its alloys, brass, bronze, silicon alloys, Monel®, Inconel®, or
beryllium. Lead and silver or lead and tin alloys are good gasket materials. Teflon=and Kel-F=are the preferred
nonmetal gaskets.

Special Note: It should be recognized that the ignition temperature of metals and nonmetals in pure oxygen
service decreases with increasing oxygen pressure.

OTHER RECOMMENDATIONS OR PRECAUTIONS

Oxygen should not be used as a substitute for compressed air in pneumatic equipment since this type generally
contains flammable lubricants. Equipment to contain oxygen must be "cleaned for oxygen service." See Com-
pressed Gas Association Pamphlet G-4.1.

Compressed gas cylinders should not be refilled except by qualified producers of compressed gases. Shipment
of a compress gas cylinder which has not been filled by the (Continued on Page 4)

*Various Government agencies (i.e. Department of Transportation, Occupational Safety and Health Administration, Food and Drug Administration and others) may have specific regulations conceming the
transportation, handling, storage or use of this preduct which will not be reflected in this data sheet. The customer should review these regulations to ensure that he is in full compliance.




